
18"

3-1/2"

3"

NUTS: 5
8" H.S. HEX HEAD

GALVANIZED (4 REQUIRED.)

WASHER: 5
8" DIAMETER STANDARD

FLAT GALVANIZED (8 REQUIRED)

 5/8" DIAMTER GALVANIZED

DETAIL OF ANCHOR BOLT
ANCHOR BOLTS ARE TO BE 307 STEEL

(4 REQUIRED)

12"

1"

2" 2"-4"

48"

PLASTIC BEND.  SIZE OF
CONDUIT AS SHOWN ON PLANS

#6 MIN. COPPER GROUND
WIRE (SHALL BE ATTACHED
TO INSIDE OF BASE.)

3
4" x 10'-0" COPPER CLAD

GROUND ROD(S).  (GROUND ROD(S)
MAY BE INSTALLED OUTSIDE OF FDN.
(A MIN. OF 12" FROM FDN. - DIRECTED
BY THE ENGINEER.)

USE NON-SOLDER TYPE
CONNECTOR.

16-1/2"

3/4"

20'

20'

12-3/4" DIA.
BOLT CIRCLE 5

8" ANCHOR BOLTS

NOTE:
ALTERNATE FOUNDATION MAY BE
CONSTRUCTED 24" ROUND-48" DEEP.

PEDESTAL FOUNDATION

TYPE OF ANCHOR BOLTS AND PLACEMENT IN
CONCRETE BASE WILL BE PER DETAIL T2

POURED CONCRETE TO MEET CITY OF WYOMING
AND MDOT STANDARD SPECIFICATIONS
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